RULE-MAKING ORDER

CR-103 (June 2004)
{Implements RCW 34.05.360)

| Agency: Washington State Patrol

] Permanent Rule
] Emergency Rule

| Effective date of rule:
Permanent Rules
Bd 31 days after filing.

Effective date of rule:
Emergency Rules
] Immediately upon filing.

| 0 Other (specify) {If less than 31 days after filing, 2 [] Later (specify)
| specific finding under RCW 34.05.380(3) is required and should be stated below) _

Any other findings required by other provisions of law as precondition to adoption or effectiveness of rule?
[ Yes < No If Yes, explain:

Purpose: The current WAC is outdated, and the update is necassary in order to stay current with the changing technology
of school bus waming lamp systems.

Citation of existing rules affected by this order:
Repealad:
Amended: WAC 204-74A
Suspended:

Statutory authority for adoption: RCWW 48.37.280, RCW 45.37.005

Other authority :

PERMANENT RULE ONLY (Including Expedited Rule Making)
Adopted under notice filed as WSR 04-21-021 on October 13, 2004 (date).
Describe any changes other than editing from proposed to adopted version: No changes were made to the proposed
text.

If 2 preliminary cost-benefit analysis was prepared under RCW 34.05.328, a final cost-benefit analysis is available by
contacting:

Mame: Christine Fox phone (360) 753-3697
Address: PO Box 42614; Olympia WA fax (360) 586-8233
88504-2614 g-mail Christine Fox@wsp.wa.gov

| EMERGENCY RULE ONLY

Under RCW 34.05.350 the agency for good cause finds;

[l Thatimmediate adoption, amendment, or repeal of a rule is necessary for the preservation of the public
health, safety, or general welfare, and that observing the time requirements of notice and opportunity to
comment upon adoption of 2 permanent rule would be contrary to the public interest.

[] That state or federal law or federal rule or a federal deadline for state receipt of federal funds requires
immediate adoption of a rule.

Reasons for this finding:

_ CODE REVISER USE ONLY

| Date adopted: 12/21/04

: NAME (TYPE OR PRINT)
: Lowell M. Porter

| SIGNATURE & 2 7 200
| TITLE 3- 1O

| Chief

| 0502000 <

(COMPLETE REVERSE SIDE)



Note: If any category is left blank, it will be calculated as zero.
No descriptive text.

Count by whole WAC sections only, from the WAC number through the history note.
A section may be counted in more than one category.

The number of sections adopted in order to comply with:

Federal statute: Maw Amended 0 Repealed
Federal rules or standards: Maw Amended 0O Repealed
Recently enacted state statutes: New Amended 0O Repealed
The number of sections adopted at the request of a nongovernmental entity:
MNew Amended 3 Repealzad
The number of sections adopted in the agency’s own initiative:
MNew Amendsd 3 Repealed

The number of sections adopted in order to clarify, streamline, or reform agency procedures:

Mew Amended 3 Repszled
|
The number of sections adopted using:
Negotiated rule making: Maw Amended 0§ Repealed
Pilot rule making: Meaw Amendsd 0 Fepealad
Other alternative rule making: Mew Amended 3 Fepealad
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WAC 204-742-040 Eight lamp Warﬁing system. (1) The warning

system shall consist of a total of eight lamps, two amber and two
red on both the front and the rear of the bus. The lamps =shall
conform to SAR Standard J887a, J1318 oxr that standard in eifect for
guch 1 mps at the time of the manufacture of such lamps.

he warning lamps shall be mounted as high as practicab
hus body and as near the outzide edges of the body
ure permits. i{METE%" Shielding sghall be provided
ct the lamps from the elements, and the background upon which
e lamps are mounted shall be painted black. Such background
1 =xtend a minimum of three inches outward from the lamp

The amber lamps shall be mounted inboard of the red lamps.
hall be mounted and zimed zs specified in Federal Motor
tandard J887a, and shall be

least five hundred feet in
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AMENDATORY SECTION (Amending WSR 94-01-17%, filed 12/22/93,
i 1/22/94)

WEC 204-74A-050 Operation of lamps. {1) Operation of the
g lamp system shall be in compliance with FMVSS 108
ivation of the warning lamp Seq"E;:E shaﬁl beg‘n on;j by means
a2 manuzallyv-opsrated switch i che
| and left amber lamps to flash nlhEIﬁthLf until Ehﬂ stop
arm is extended, or the bus entrance door is opened, at
time the amber lamps shzall be zutomaticzlly deactivated and
right and left red lamps shall be automatically activate
never the warning lamp system has besen activated, opening o
entrance door shall automatically deactivate the amber 1dWJ~,
t gignal arm to extend, and activate the re
extnnsiop of the stop signal aTrm daes not ap
1 ted stop signal arm. A1l
o cne hundred twenty times
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1 Flash nt a2 _ute from =i

nute and shall reach full brilliiance during each cycle

(2) Lamp controls shall comsist of:

(a) The master or segquencing switch which shall be in
riew and mounted within easy reach of the driver, and which

&
system seque"ui:j and deactivate the system
the sequence.




(b)) An override switch i
lamps whenever the stop sign rm is ended even though the

control switech is turn ) and which shall automatically

ivate the amber lamps 1I ] Ha) ctivated regardless of

then present normal = f uencing or entrance door
posi Such override switch s! ] signed and installed so
as to function with air, wvacuum, & ."_' or manually operated
stop sig arms. The stop signal m 21l be capable of being
extended at any time, regardless oif :he position of the entrance
door. The opening of the entrance door shall not cause extension
of the stop signal arm, or the activation of the red lamps unless

the :ﬂE:E* switch has been activated.
2 minimum of two pilot lamps,
of which shall flash when the i] C
i Pilot lamps which
ssible. a1l

one amber and one red, =ach
olored warning lﬁﬂhs j
operation of each in
I (Tzmpes)) indicators =h
to be clearly visil the driver.
arning lamp svstem be operated in accordance
tions set forth in chapter 252-145 WAC.

WAC 204—“ﬁh—ﬂﬁﬂ additional harzard strobe lamp.
i ”VE*Em, =ach bus may be

E cl:ar lvnm strobe lamp, less than eight inches in
nie i t

height, may be mounted on the cent he roof in the rear

one-half of the bus. At no time the lamp bhe mounted
closer than six feet from the egar of the bus measured Ifrom

ical plane tangent to the rearmost point of the bus body. I

the ::E is ﬂﬂuiﬁpﬂd with

roof hatch falling within the ab
robe lamp may be located dirsct

he rosf hatcn
hazard strohe be activated
of “all other The hazard %
be plainly 1 d have z pilot lamp that sha
te when the lamp is i
(4) The use of a hazard strobe lamp is permitted cnly wl
bus is occupied with aschool hil n and one or nore
following conditions exist:

(2) The busz iz in motion in inclement, sight obscuring
itions, including but not limited to rain, fog, snow, and

Galid

(b) There is a
atopping, standing,

vigsibility of the bus when
highway;
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There iz limited wvisibili

winding roadwavs,
strobe lamp shall
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